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SAMPLE TOTAL EFFECTIVE

SAMPLE DEPTH, ORIENTATION POROSITY, POROSITY,

ID. ft. (1) %Vb %Vb

106040-535 N/A R 27.7 21.8

106089-490 N/A R 31.4 25.2

106052-465 N/A R 35.7 29.7

106039-520 N/A R 30.4 23.5

106043-540 N/A R 34.2 29.7

106086-477 N/A R 31.6 27.0

106099-510 N/A R 34.9 30.0

106093-550 N/A R 33.5 28.0

106090-560 N/A R 32.7 28.0

106065-515 N/A R 36.5 31.4

106050-475 N/A R 31.3 24.9

106074-570 N/A R 31.1 25.9

106071-565 N/A R 29.6 24.9

106100-535 N/A R 32.1 27.7

106032-465 N/A R 35.4 30.3

106094-500 N/A R 32.6 24.4

106057-490 N/A R 36.8 29.9

106055-465 N/A R 37.4 32.5

106066-585 N/A R 31.9 27.0

106073-520 N/A R 39.2 24.6

106072-475 N/A R 30.5 20.8

PHYSICAL PROPERTIES DATA - DRAINAGE (EFFECTIVE) POROSITY

PTS Laboratories

(1) Sample Orientation: H = horizontal; V = vertical;    Vb = Bulk Volume 
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106049-470 N/A R 35.0 29.6

106097-520 N/A R 29.9 24.0

106051-505 N/A R 32.8 22.2

106053-480 N/A R 36.4 32.7

106037-515 N/A R 30.2 21.7

106031-500 N/A R 32.0 25.9

106092-480 N/A R 33.0 27.0

106042-485 N/A R 36.0 31.3

106091-465 N/A R 36.9 29.2

106041-460 N/A R 37.2 22.6

106095-510 N/A R 30.2 25.0

106070-460 N/A R 33.2 27.5

106034-505 N/A R 34.2 27.5

106030-475 N/A R 33.8 28.8

106029-460 N/A R 34.7 27.5

106088-475 N/A R 34.6 29.1

106058-515 N/A R 31.4 25.2

106104-515 N/A R 34.4 27.0

106087-545 N/A R 31.2 26.1

106033-480 N/A R 38.7 33.8

106103-490 N/A R 33.6 27.0

(1) Sample Orientation: H = horizontal; V = vertical;    Vb = Bulk Volume 
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106085-446 N/A R 44.2 34.8

106054-510 N/A R 51.2 42.8

106036-490 N/A R 48.4 41.0

106096-585 N/A R 41.1 33.1

106067-500 N/A R 33.5 27.8

106068-590 N/A R 49.9 40.1

(1) Sample Orientation: H = horizontal; V = vertical  (2) Total Porosity = no pore fluids in  place; all interconnected pore channels; Air Filled = 

(1) Sample Orientation: H = horizontal; V = vertical;    Vb = Bulk Volume 


